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12 volt 24 volt

180A
1,4A
3,8A
1,5A
1,8A

1,5mm2

35mm2

35mm2

-

180Ah
9 Volt

100A
0,7A
2,0A
0,75A
0,9A

1,5mm2

35mm2

35mm2

35mm2

170Ah
18 Volt

6400 (130 bar)
Pump - Motor enhet
Sänkventil
Skiftventil
Magnet (el. slangbr. ventil)
Solenoid
Ledningsarea:
 Manöverkabel
 Matarledning 0-8m
 Matarledning 8-15m
 Matarledning <15m
Strömkälla:
 Min. kapacitet
 Min. spänning

12 volt 24 volt

220A
1,4A
3,8A
1,5A
1,8A

1,5mm2

35mm2

35mm2

-

180Ah
9 Volt

120A
0,7A
2,0A
0,75A
0,9A

1,5mm2

35mm2

35mm2

35mm2

170Ah
18 Volt
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TECHNICAL DATA

Loading diagram

Installation dimensions (mm)

Pump - Motor Unit
Lowering valve
Shift valve
Magnetic(electric safety valve)
Solenoid 
Cable area:
 Control cable
 Main cable <8m
 Main cable 8-15m
 Main cable >15m
Power source:
 Min. capacity
 Min. voltage
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